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Operating Instructions 


|] GEAR DRIVE 3 WAY HEAD 


Thank you for making BENRO your choice for 
professional photographic equipment. 
Your BENRO gear is manufactured 
to provide years of dependable service. 
In order to obtain optimum satisfaction and performance, 
we suggest that you carefully read these instructions. 


感谢 您 选用 百 诺 专业 摄影 器 材 ， 
百 诺 产 品 提供 
值得 您 信赖 的 售后 服务 。 
为 了 让 您 
对 百 诺 产品 的 使 用 更 加 满意 ， 
我 们 建议 您 仔细 阅读 下 面 的 使 用 说 明 。 


部 件 名 AR Name of Components 


1.1/4" 相机 螺丝 8. 支 架 座 

1/4" Camera Screw Pan Scale 
2. 快 装 板 9. 侧 向 倾斜 旋钮 

Quick Release Plate Side Tilt knob, 

Gear Driven 

3. 快 装 夹 

Quick Release Clamp 10. 水 平 仪 

、 Bubble Level 

4. 快 速 释放 轮 


Quick Gear Disengage Wheel 11. 快 装 夹 锁 紧 旋 钮 

ER Quick Release Plate 
5. 前 后 俯仰 旋钮 Locking Knob 

Front and Back Tilt knob， 

Gear Driven 


6. 云 台 底 座 
Head Base 


7. 水 平 全 景 旋钮 


Pan rotation knob, Gear Driven 
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slip screw 


Anti- 


slip groove 


Anti 
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Operation Instruction 


Quick Release Wheel (Figure 1) 


As is shown a, b, c represents the side tilt quick gear disengage wheel, pan adjustment quick gear disengage wheel and front & back 
quick gear disengage wheel, which is suitable for fast wide range adjustment. Rotate the quick gear disengage wheel to release the 
gear, do not release the wheel until you have positioned the head. This allows a rapid adjustment for large moves without being gear 
driven. 


Side Tilt Adjustment (Figure 2, 3) 


Rotate the side tilt knob clockwise or counterclockwise to adjust the side imaging angle to a proper position, just release the knob and 
your angle is secure. 


Front & Back Tilt Adjustment (Figure 4) 


Rotate the front and back tilt knob clockwise or counterclockwise to adjust the front and back tilt imaging angle to a proper position, 
just release the knob and your angle is secure. 


Pan Adjustment (Figure 5) 


Rotate the pan knob clockwise or counterclockwise to adjust the head in 360 degrees clockwise or counterclockwise, just release the 
knob and your angle is secure. 


Mount the Head on the Tripod (Figure 6) 


Mount the head to a suitable tripod or support. It will screw onto a 3/8-16 mount. It is recommended to use safety lock down screws if 
available on your support. 


(6) Specifications and design are subject to change without notice. 


Quick Release Plate 

The quick Release Plate has a double safety lock system. Once the plate is attached to the camerathe camera can be attached and 
removed from the head very safely and quickly. The Quick Release Plate is compatible with otherArca style clamps. 

Quick Release Clamp Safety Lock System (Figure 7) 

The Pull and twist QR plate locking knob and the safety screws integrated onto the QR plate ensure that your camera gear is never 
accidentally removed. 

Detaching Quick Release Plate 

Loosen the Quick Release Plate lock knob, until it stops and then pull out the knob it will continue to turn and loosen the clamp. This will 


LIMITED WARRANTY COVERAGE 

Your Benro product has been carefully manufactured, has passed many quality assurance checks and has been thoroughly tested 
before shipment. It is warranted in the country from which you purchased it based on the date of purchase to the original owner, against 
defects in materials and workmanship. The warranty does not apply to damages caused by mishandling, dropping, or leaking batteries, 
nor modification or servicing performed by others. 

Please contact your local Benro dealer for further information and details about your warranty. To find the Benro distributor in your 
country, please check the distributor information at Benro official website www.benro.com. 
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USER NOTICE 


Do not exceed the maximum specified load capacity (see specifications on the package label or visit www.benro.com). 


MAX 


A Always ensure that Leg and Head Locks are tightly engaged before mounting any gear on your Tripod. 


tok Do not use any Tripod below temperatures of -4°F or above +158°F(-20°C / +70°C). 


for use in salt water. If required, clean tripod using a mild soap solution applied with a soft cloth, rinse with fresh water and dry with 


Always clean and dry any Tripod after it has been exposed to wet, dusty, sandy or salty conditions. Your Tripod is not recommended 
soft towel. Remove any dust, dirt or sand from all Leg Locks, Leg Sections and all moving parts. 


bå 
1@: Do not leave any Tripod in the sun for prolonged periods and avoid high temperature exposure. 
p 


ff he) Avoid leaving any Tripod unattended in areas where people could trip over the gear and get hurt. 


Remove camera, lens, and all gear from any Tripod when transporting. 


NO 
A For your safety, don't let your BENRO gear come in contact with any electrical power source. 


Specifications and design are subject to change without notice. 


使 用 方法 (简体 中 文 ) 


快速 释放 旋 轮 : 〈《 如 图 1 所 示 ) 

如 图 a、b、c 所 示 ， 依 次 为 云 台 的 侧 向 项 斜 、 水 平 调节 、 前 后 仰 俯 的 快速 释放 轮 ， 适 合 大 幅度 的 调整 。 将 快速 释放 轮 
顺 时 针 旋 转 到 一 定 角度 握 住 不 放 ， 达 到 释放 锁定 系统 的 目的 ， 此 时 移动 可 以 进行 大 幅度 调整 。 

云 全 的 侧 向 倾斜 调节 : ( 如 图 2、3 FA) 

逆 时 针 或 顺 时 针 旋转 侧 向 倾斜 旋钮 ， 这 样 摄影 师 可 以 微调 节 相 机 的 侧 向 成 像 角 度 ， 调 节 至 合适 角度 停止 旋转 侧 向 倾 
斜 旋钮 即 可 。 

云 台 的 前 后 仰 俯 调 节 : (如 图 4 所 示 ) 

逆 时 针 或 顺 时 针 旋转 前 后 俯仰 旋钮 ， 这 样 摄影 师 可 以 微调 节 相 机 的 前 后 俯仰 成 像 角 度 ， 调 节 至 合适 角度 停止 旋转 前 
后 俯仰 旋钮 即 可 。 

云 合 的 水 平 旋转 调节 : (如 图 5 所 示 ) 

逆 时 针 或 顺 时 针 旋 转 水 平 全 景 旋钮 ， 此 时 云 台 可 进行 水 平 逆 时 针 或 顺 时 针 360 度 旋转 ， 摄 影 师 可 根据 需要 微调 节 至 
满意 方向 ， 然 后 停止 旋转 水 平 全 景 旋钮 即 可 。 


云 侣 安装 到 脚 架 上 :〈 如 图 6 所 示 ) 
云 台 的 安装 应 要 安全 状态 下 进行 ， 将 云 台 装 入 承载 板 拧紧 ， 再 将 承载 板 螺丝 顺 时 针 旋 转 到 锁 紧 状态 。 


www.benro.com (9) 


通用 快 装 板 
云 台 所 配 的 通用 快 装 板 带 有 双 保 险 锁 紧 ， 可 以 快速 取 下 相机 以 及 摄影 设备 。 附 带 的 快 装 板 与 其 他 快 装 板 兼容 ， 并 方便 
快速 安装 相机 和 镜头 。 

快 装 夹 安全 锁 紧 系统 (如 图 7 所 示 ) 

本 快 装 夹 锁 紧 系统 设计 有 安全 保险 装置 可 防止 因 人 为 原因 导致 误 操 作 而 使 器 材 滑 落 。 

取 下 快 装 板 

逆 时 针 打 松 快 装 夹 锁 紧 旋钮 , 打 到 安全 装置 后 ， 拉 出 锁 紧 旋钮 继续 逆 时 针 拧 松 ， 即 可 逢 下 快 装 板 ， 反 之 即 可 锁 紧 快 装 
板 。 

快 装 板 上 的 两 颗 可 拆 印 止 滑 螺 丝 有 首要 安全 保险 作用 。 

注意 事项 : 不 要 过 度 锁 紧 球体 锁 紧 旋钮 ， 这 样 会 损坏 云 台 的 锁 紧 结构 。 

三 个 方向 设 有 水 平 仪 

快 装 夹 在 三 个 方向 上 都 设 有 水 平 仪 ， 方 便 在 使 用 时 三 个 维度 的 校准 。 


百 诺 保 留 随时 变更 设计 及 说 明 书 内 资料 权利 ， 她 不 另行 通知 。 


注意 事项 : 

Q ”使 用 此 产品 时 ， 请 不 要 超过 规定 的 最 大 承重 ( 详细 参数 请 参考 产品 吊 卡 或 者 百 诺 官网 。 ) 

A 使 用 此 产品 时 ， 为 了 避免 意外 损坏 相机 ， 在 安装 相机 之 前 ， 请 务必 确认 产品 的 各 个 锁 紧 系统 处 于 安全 状态 。 
时 9 网 ”请 匆 在 零下 20 度 或 高 于 零 上 70 度 的 温度 下 使 用 本 产品 。 


2 在 潮湿 ， 泥 沙 ， 风 尘 等 环境 中 使 用 过 后 ， 一 定 要 用 干 布 将 琐 紧 螺 牙 ， 和 可 能 藏 有 泥 沙 的 部 分 清除 干净 ， 可 使 
用 无 水 酒精 ， 消 毒 酒精 ， 清 洁 剂 等 擦洗 。 不 推荐 在 海水 中 使 用 本 产品 。 


4 
ME 请 各 长 时 间 将 产品 放置 在 太阳 下 ， 避 免 长 时 间 将 产品 放置 在 高 温 下 ， 例 如 靠近 汽车 玻璃 数 小 时 。 
hi 在 公共 场所 使 用 本 产品 时 ， 请 忽 离 人 ， 人 避免 小 孩 靠近 ， 造 成 意外 伤害 。 在 危险 的 地 方 使 用 时 ， 请 谨慎 操作 。 
禁止 搭载 设备 ( 相机 ) 等 一 起 携带 移动 。 


À 为 了 人 身 安全 ， 使 用 本 产品 时 ， 请 勿 靠近 高 电压 区 域 ， 或 与 强 效 化 学 接触 。 


保修 范围 

您 所 使 用 的 百 诺 产 品 是 经 过 精密 加 工 ， 多 项 严密 质量 检测 ， 所 有 功能 严格 测试 才 完 整 包 装 出 厂 的 。 所 有 材料 或 者 工艺 方面 的 瑕 疲 ， 
可 以 在 您 所 购买 的 区 域 免费 维修 或 者 更 换 。 所 有 人 为 原因 所 造成 的 产品 损坏 不 在 保修 范围 内 ， 例 如 : PRE, PSHE, LAH 
池 漏 电 液体 损坏 。 

质量 保修 可 以 联系 您 所 在 地 的 经 销 商 ， 海 外 代理 商 详细 信息 可 登陆 www.benro.com 查 询 。 
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快速 释放 旋 输 : 〈《 如 图 1 所 示 ) 

如 图 a、b、c 所 示 ， 依 次 为 云 吉 的 侧 向 硕 斜 、 水 平 调节 、 前 后 仰 俯 的 快速 释放 输 ， 送 合 大 幅度 的 调整 。 将 快速 释放 轮 
顺 时 针 旋 转 到 一 定 角度 握 住 不 放 ， 达 到 释放 锁定 系统 的 目的 ， 此 时 移动 可 以 进行 大 幅度 调整 。 

去 吉 的 侧 向 倾 料 调节 : (082, 3 所 示 ) 

逆 时 针 或 顺 时 针 旋转 侧 向 倾斜 旋钮 ， 这 样 摄影 师 可 以 微调 节 相 机 的 侧 向 成 像 角度 ， 调 节 至 合适 角度 停止 旋转 侧 向 倾 
斜 旋钮 即 可 。 

去 吉 的 前 后 爷 俯 调节 : (ME 4 所 示 ) 

逆 时 针 或 顺 时 针 旋 转 前 后 俯仰 旋钮 ， 这 样 摄影 师 可 以 微调 节 相 机 的 前 后 俯仰 成 像 角 度 ， 调 节 至 合 通 角度 停止 旋转 前 
后 俯仰 旋钮 即 可 。 

去 吉 的 水 平 旋转 调节 : (25 所 示 ) 

逆 时 针 或 顺 时 针 旋 转 水 平 全 景 旋 钮 ， 此 时 云 吉 可 进行 水 平 逆 时 针 或 顺 时 针 360 度 旋转 ， 摄 影 师 可 根据 需要 微调 节 至 
满意 方向 ， 然 后 停止 旋转 水 平 全 景 旋 钮 即 可 。 


云 吉 安装 到 脚 架 上 :〈 如 图 6 所 示 ) 
去 吉 的 安装 应 要 安全 状态 下 进行 ， 将 去 吉 装 入 承载 板 摔 紧 ， 再 将 承载 板 螺 给 顺 时 针 旋 转 到 锁 紧 状 能。 


(2 百 庄 保 留 随时 变更 设计 及 说 明 书 内 资料 权利 ， 想 不 另行 通知 。 


通用 快 装 板 

云 吉 所 配 的 通用 快 装 板 带 有 公 保 险 锁 紧 ， 可 以 快速 取 下 相机 以 及 摄影 设备 。 附 带 的 快 装 板 与 其 他 快 装 板 兼 容 ， 并 方便 
快速 安装 相机 和 和 镜头。 

RERRSRRARM (UE 7 所 示 ) 

本 快 装 夹 锁 紧 系统 设计 有 安全 保险 装置 可 防止 因 人 为 原因 导致 误 操作 而 使 器 材 滑落 。 

取 下 快 装 板 

逆 时 针 控 县 快 装 夹 锁 紧 旋钮 , 扩 到 安全 装置 后 ， 拉 出 锁 紧 旋钮 继续 逆 时 针 摔 医 ， 即 可 印 下 快 装 板 ， 反 之 即 可 锁 紧 快 装 
板 。 

快 装 板 上 的 两 颗 可 拆卸 止 滑 螺丝 有 首要 安全 保险 作用 。 

注意 事项 : 不 要 过 度 锁 紧 球体 锁 紧 旋钮 ， 这 样 会 损坏 云 吉 的 锁 紧 结构 。 

三 个 方向 设 有 水 平 仪 

快 装 夹 在 三 个 方向 上 都 设 有 水 平 仪 ， 方 便 在 使 用 时 三 个 维度 的 校准 。 


www.benro.com 43) 


注意 事项 : 
使 用 此 产品 时 ， 请 不 要 超过 规定 的 最 大 承重 ( 详细 参数 请 参考 产品 吊 卡 或 者 百 庄 官 网 。 ) 


MAX 


A 使 用 此 产品 时 ， 为 了 避免 意外 损坏 相机 ， 在 安装 相机 之 前 ， 请 务必 确认 产品 的 各 个 锁 紧 系统 处 于 安全 状态 。 
果 2 多 ”请 勿 在 零下 20 度 或 高 于 零 上 70 度 的 温度 下 使 用 本 产品 。 


3 ERR, kid, HESRRHEABR, -ERÄFFRHRBETF, MARERA DRAR, AE 
ARKAS, HERR, BRUSER. TEBERKHEAKEM. 


ME 请 科 长 时 间 将 产品 放置 在 太阳 下 ， 吉 免 长 时 间 将 产品 放置 在 高 温 下 ， 例 如 靠近 汽车 玻璃 数 小 时 。 
hi 在 公共 场所 使 用 本 产品 时 ， 请 忽 座 人 ， 避 免 小 孩 靠近 ， 造 成 意外 伤害 。 在 危险 的 地 方 使 用 时 ， 请 谨慎 操作 。 


禁止 搭载 设备 ( 相机 ) 等 一 起 携带 移动 。 


NO 


A ” 蜗 了 人 身 安全 ,使 用 本 产品 时 ， 请 勿 靠近 高 电压 区 域 ， 或 与 强 效 化 学 接 解 。 


保修 和 范围 

您 所 使 用 的 百 庄 产品 是 经 过 精密 加 工 ， 多 项 严密 质量 检测 ， 所 有 功能 严格 测试 才 完 整 包 装 出 厂 的 。 所 有 材料 或 者 工艺 方面 的 瑕 六 ， 
可 以 在 您 所 购买 的 区 域 免费 维修 或 者 更 换 。 所 有 人 总 原 因 所 造成 的 产品 捍 壤 不 在 保修 范 图 内 ， 例 如 : RRE, BRERA, HAE 
ith is He BB HB. 

质量 保修 可 以 联系 您 所 在 地 的 经 销 商 ， 海 外 代理 商 详 细 信 息 可 登陆 www.benro.com 查 询 。 


百 诗 保 留 随时 变更 设计 及 说 明 书 内 资料 权利 BISHER. 


=) BENRO’ 


Lets go! 
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BENRO IMAGE TECHNOLOGY INDUSTRIAL CO.,LTD. 


The Third Industrial Area Tanzhou Town Zhongshan City, 
Guangdong,China 

Tel: +86-760-86738666 Fax: +86-760-86211711 

Http: www.benro.com www.benro.cn 


广东 百 诺 影像 科技 工业 有 限 公 司 

地 址 : 广东 省 中 山 市 坦 洲 镇 第 三 工业 区 火炬 路 59 号 
电话 : 0760-86738666 传真 : 0760-86211711 
Http : www.benro.com www.benro.cn 


